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A. PROPOSAL 
 
Paragraph 6.20., amend to read: 
 
"6.20. CORNERING LAMP 
 
 …. 
 
6.20.7. Electrical connections 
 
 The cornering lamps must be so connected that they cannot be activated unless the 

main-beam headlamps or the dipped-beam headlamps are switched ON at the same 
time. 

 
6.20.7.1. Forward drive (mandatory, if cornering lamps installed) 
 
 The cornering lamp on one side of the vehicle may only be switched ON 

automatically when the direction indicators on the same side of the vehicle are 
switched ON and/or when the steering angle is changed from the straight-ahead 
position towards the same side of the vehicle. 

 
 The cornering lamp shall be switched OFF automatically when the direction indicator 

is switched OFF and/or the steering angle has returned in the straight-ahead position. 
 
6.20.7.2. Rearward drive (optional) 
 
 During reversing motion of the vehicle both cornering lamps may be switched 

on simultaneously, independently from the steering wheel or direction 
indication position.  The cornering lamps shall be switched OFF when the 
reversing lamp is switched OFF. 

 
6.20.8. Tell-tale 
 
 …. " 
 
B. JUSTIFICATION 
 
The lighting of cornering lamps on both vehicle sides in a case of reverse driving makes sense in 
the case, when the driver is parking his vehicle in a spacing between parked vehicles.  In such a 
case the lighting of proximate vehicle neighbourhood is provided in the space, where the front of 
the vehicle deflects from the directness to the opposite side than the vehicle turns rearwards. 
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