[image: image1.wmf] UNITED

 NATIONS
[image: image2.png]


Distr.

Economic and Social

GENERAL

Council




TRANS/WP.29/2003/77











28 July 2003










      Original:  ENGLISH 

ECONOMIC COMMISSION FOR EUROPE

INLAND TRANSPORT COMMITTEE

World Forum for Harmonization of Vehicle Regulations (WP.29)
(One-hundred-and-thirty-first session,

 11-14 November 2003, agenda item 4.2.39.)

PROPOSAL FOR DRAFT SUPPLEMENT 3 TO REGULATION No. 110

(Specific components for CNG)

Transmitted by the Working Party on Pollution and Energy (GRPE)

Note :
The text reproduced below was adopted by GRPE at its forty-sixth session and is transmitted for consideration to WP.29 and AC.1.  It is based on document TRANS/WP.29/GRPE/2003/15, not amended (TRANS/WP.29/GRPE/46, para. 51).

__________

	This document is a working document circulated for discussion and comments.  The use of this document for other purposes is the entire responsibility of the user.  Documents are also available via the INTERNET:

http://www.unece.org/trans/main/welcwp29.htm


Annex 4B,

Paragraph 1.3.1., amend to read:

"1.3.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 1.3.1.3., amend to read:

"1.3.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
  temperature: 115 °C (test temperature = maximum operating temperature minus 10 °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 1.3.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 1.3.2. to 1.3.2.3., to read:

"1.3.2.
Tensile strength and elongation specific for thermoplastic material.

1.3.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirements:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

1.3.2.2.
Resistance to n-pentane according to ISO 1817 with the following conditions:

(i)
medium: n-pentane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

1.3.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10  °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 1.3.2.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraph 1.4.1., amend to read:

"1.4.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 1.4.1.3., amend to read:

"1.4.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10 °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 1.4.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 1.4.2. to 1.4.2.3., to read:

"1.4.2.
Tensile strength and elongation specific for thermoplastic material.

1.4.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirements:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

1.4.2.2.
Resistance to n-hexane according to ISO 1817 with the following conditions:

(i)
medium: n-hexane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

1.4.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10  °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 1.4.2.1.

Requirements:

(i)
maximum change in tensile strength 20 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 50 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraphs 1.4.2. to 1.4.2.2. (former), should be renumbered as paragraphs 1.4.3. to 1.4.3.2.

Paragraph 1.5.3.1., amend to read:

"1.5.3.1.
… the test-pressure as mentioned in paragraph 1.5.4.2.  The test shall be performed on both new hose and after ageing according to ISO 188 as prescribed in paragraph 1.4.2.3. and subsequently to ISO 1817 as prescribed in paragraph 1.4.2.2."

Paragraph 2.3.1., amend to read:

"2.3.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 2.3.1.3., amend to read:

"2.3.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10  °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 2.3.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 2.3.2. to 2.3.2.3., to read:

"2.3.2.
Tensile strength and elongation specific for thermoplastic material.

2.3.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirement:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

2.3.2.2.
Resistance to n-pentane according to ISO 1817 with the following conditions:

(i)
medium: n-pentane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

2.3.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10  °C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 2.3.2.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraph 2.4.1., amend to read:

"2.4.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 2.4.1.3., amend to read:

"2.4.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i) temperature: 115 °C (test temperature = maximum operating temperature 

minus 10  °C)

(ii)
exposure period: 24 and 336 hours

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 2.4.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 2.4.2. to 2.4.2.3., to read:

"2.4.2.
Tensile strength and elongation specific for thermoplastic material.

2.4.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirements:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

2.4.2.2.
Resistance to n-hexane according to ISO 1817 with the following conditions:

(i)
medium: n-hexane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

2.4.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10 ° C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 2.4.2.1.

Requirements:

(i)
maximum change in tensile strength 20 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 50 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraphs 2.4.2. to 2.4.2.3. (former), should be renumbered as paragraphs 2.4.3. to 2.4.3.3.

Paragraph 2.5.3.1., amend to read:

"2.5.3.1.
… the test-pressure as mentioned in paragraph 2.5.4.2.  The test shall be performed on both new hose and after ageing according to ISO 188 as prescribed in paragraph 2.4.2.3. and subsequently to ISO 1817 as prescribed in paragraph 2.4.2.2."

Paragraph 3.3.1., amend to read:

"3.3.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 3.3.1.3., amend to read:

"3.3.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10 ° C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 3.3.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 3.3.2. to 3.3.2.3., to read:

"3.3.2.
Tensile strength and elongation specific for thermoplastic material.

3.3.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirement:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

3.3.2.2.
Resistance to n-pentane according to ISO 1817 with the following conditions:

(i)
medium: n-pentane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

3.3.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10 ° C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 3.3.2.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraph 3.4.1., amend to read:

"3.4.1.
Tensile strength and elongation for rubber material and for thermoplastic elastomers (TPE)"

Paragraph 3.4.1.3., amend to read:

"3.4.1.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating temperature minus 10 ° C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 3.4.1.1.

Requirements:

(i)
maximum change in tensile strength 35 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 25 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Insert new paragraphs 3.4.2. to 3.4.2.3., to read:

"3.4.2.
Tensile strength and elongation specific for thermoplastic material.

3.4.2.1.
Tensile strength and elongation at break according to ISO 527-2 with the following conditions:

(i)
specimen type: type 1 BA.

(ii)
tensile speed: 20 mm/min.

The material has to be conditioned for at least 21 days at 23 °C and 50 per cent relative humidity prior to testing.

Requirements:

(i)
tensile strength not less than 20 MPa.

(ii)
elongation at break not less than 100 per cent.

3.4.2.2.
Resistance to n-hexane according to ISO 1817 with the following conditions:

(i)
medium: n-hexane.

(ii)
temperature: 23 °C (tolerance according to ISO 1817).

(iii)
immersion period: 72 hours.

Requirements:

(i)
maximum change in volume 2 per cent.

(ii)
maximum change in tensile strength 10 per cent.

(iii)
maximum change in elongation at break 10 per cent.

After storage in air with a temperature of 40 °C for a period of 48 hours the mass compared to the original value may not decrease more than 5 per cent.

3.4.2.3.
Resistance to ageing according to ISO 188 with the following conditions:

(i)
temperature: 115 °C (test temperature = maximum operating  temperature minus 10 ° C).

(ii)
exposure period: 24 and 336 hours.

After ageing the specimens have to be conditioned at 23 °C and 50 per cent relative humidity for at least 21 days prior to carrying out the tensile test according to paragraph 3.4.2.1.

Requirements:

(i)
maximum change in tensile strength 20 per cent after 336 hours ageing compared to the tensile strength of the 24 hours aged material.

(ii)
maximum change in elongation at break 50 per cent after 336 hours ageing compared to the elongation at break of the 24 hours aged material."

Paragraphs 3.4.2. to 3.4.2.3. (former), should be renumbered as paragraphs 3.4.3. to 3.4.3.3.

Paragraph 3.5.3.1., amend to read:

"3.5.3.1.
… in an oven at a temperature of 120 °C ( 2 °C during 24 hours.  The test shall be performed on both new hose and after ageing according to ISO 188 as prescribed in paragraph 3.4.2.3. and subsequently to ISO 1817 as prescribed in paragraph 3.4.2.2."

_________
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