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Amendments to informal document No. GRSG-91-17

(Rear underrun protection)

Note:

The text reproduced below was prepared by the secretariat in order to align the "Conformity of production" requirements of Regulation No. 58 with the uniformed requirements.

A.
PROPOSAL

PART I,
Paragraphs 8. to 8.2., amend to read:

"8.

CONFORMITY OF PRODUCTION 



The conformity of production procedures shall comply with those set out in the Agreement, Appendix 2 (E/ECE/324-E/ECE/TRANS/505/Rev.2), with the following requirements:

8.1.

Every rear underrun protective device approved under this Regulation shall be so manufactured as to conform to the type approved by meeting the requirements set out in paragraph 7. above.

8.2.
The authority that has granted type approval may at any time verify the conformity control methods applied in each production facility.  The normal frequency of these verifications shall be one every two years."

Paragraphs 8.3. to 8.4.5., should be deleted.

PART II,

Paragraphs 17. to 17.2., amend to read:

"17.

CONFORMITY OF PRODUCTION 



The conformity of production procedures shall comply with those set out in the Agreement, Appendix 2 (E/ECE/324-E/ECE/TRANS/505/Rev.2), with the following requirements:

17.1.

Every vehicle approved under this Regulation shall be so manufactured as to conform to the type approved by meeting the requirements set out in paragraph 16. above.

17.2.
The authority that has granted type approval may at any time verify the conformity control methods applied in each production facility.  The normal frequency of these verifications shall be one every two years."

Paragraphs 17.3. to 17.6., should be deleted.

PART III,

Paragraphs 26. to 26.2., amend to read:

"26.

CONFORMITY OF PRODUCTION 



The conformity of production procedures shall comply with those set out in the Agreement, Appendix 2 (E/ECE/324-E/ECE/TRANS/505/Rev.2), with the following requirements:

26.1.

Every vehicle approved under this Regulation shall be so manufactured as to conform to the type approved by meeting the requirements set out in paragraph 25. above.

26.2.
The authority that has granted type approval may at any time verify the conformity control methods applied in each production facility.  The normal frequency of these verifications shall be one every two years."

Paragraphs 26.3. to 26.4.5., should be deleted.

B.
JUSTIFICATION

In order not to repeat common requirements for conformity of production procedures in each Regulation, a reference to Appendix 2 to the 1958 Agreement should be inserted.
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