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I. Proposal 

Part II, paragraph 6.2.6., amend to read: 

"6.2.6. Any electric cable (e.g. single-core, multi-core, screened, unscreened, 

sheathed cables) exceeding a length of 100 mm used in the vehicle shall 

undergo the resistance to flame propagation test described in ISO 6722-

1:2011, paragraph 5.22. Test reports and approvals of components 

obtained according to ISO 6722:2006, paragraph 12., shall remain valid. 

 The exposure to the test flame shall be finished, when the conductor (in case 

of single-core cables) or the first conductor (in case of multi-core cables) 

becomes visible, or after 15 s for cables with conductor sizes of each less or 

equal than 2.5 mm2 and 30 s for cables with conductor sizes greater than 2.5 

mm2 or multi-core cables with at least one conductor size greater than 2.5 

mm2. 

 The result of the test shall be considered satisfactory if, taking into account 

the worst test result, any combustion flame of insulating material shall 

extinguish within 70 seconds and a minimum of 50 mm insulation at the top 

of the test sample shall remain unburned." 

 II. Justification 

The proposal aims at reducing the administrative efforts to obtain approvals for electrical 

cables according to UN Regulation No. 118. The experts from Finland, France and 

Germany agreed that the change from ISO 6722:2006 to ISO 6722-2011 does not benefit 

the degree of safety and, therefore, the test reports or approvals established under the older 

version of the ISO standard shall remain valid. 

    


