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Paragraph 5.1.1., amend to read:
"5.1.1.	Vehicles shall be fitted with the permanently connected socket outlet specified in ISO standard 1724:2003 (Road vehicles - Connectors for the electrical connection of towing and towed vehicles - 7 pole connector type 12 N (normal) for vehicles with 12 V nominal supply voltage), or ISO 1185:2003 (Road vehicles - Connectors for the electrical connection of towing and towed vehicles - 7-pole connector type 24 N (normal) for vehicles with 24 V nominal supply voltage) or both when they have a connection for attaching trailed vehicles or mounted machines. The 13-pole connector specified in ISO 11446-1:2012 (Road vehicles - Connectors for the electrical connection of towing and towed vehicles - Part 1: 13-pole connectors for vehicles with 12 V nominal supply voltage not intended to cross water fords) or ISO 11446-2:2012 (Road vehicles - Connectors for the electrical connection of towing and towed vehicles - Part 2: 13-pole connectors for vehicles with 12 V nominal supply voltage intended to cross water fords) may be used alternatively. In addition, a 7-pole connector specified in ISO 3732:2003 (Road vehicles - Connectors for the electrical connection of towing and towed vehicles - 7-pole connector type 12 S (supplementary) for vehicles with 12 V nominal supply voltage) may be installed."
Paragraph 5.6., amend to read:
"5.6.	On vehicles whose external shape is asymmetrical, the requirements of paragraphs 5.5.1. and 5.5.2. shall be satisfied as far as possible."
Paragraph 5.11. and its subpararaphs, amend to read:
"5.11.	The electrical connections shall be such that the front and rear position lamps, the end-outline marker lamps, if they exist, the side-marker lamps, if they exist, and the rear registration plate illuminating device can only be switched ON and OFF simultaneously.
This condition does not apply: 
5.11.1.	When front and rear position lamps are switched ON, as well as side-marker lamps when combined or reciprocally incorporated with said lamps, as parking lamps; or;
5.11.2.	When side-marker lamps flash in conjunction with direction indicators.
5.11.3.	To front position lamps when their function is substituted under the provisions of paragraph 5.12.1. below."
Paragraph 6.2.4.2.1., amend to read:
[bookmark: _Hlk531608018]"6.2.4.2.1.	Minimum 500 mm; this value may be reduced to 350 mm for vehicles with a maximum overall width not exceeding 1,300 mm."
Paragraph 6.2.4.2.4., amend to read:
"6.2.4.2.4.		In the case of tractors equipped for the fitting of portable devices at the front, two dipped-beam headlamps in addition to the lamps mentioned in paragraph 6.2.2. shall be allowed at a height not exceeding 4,000 mm if the electrical connections are such that two pairs of dipped-beam headlamps cannot be switched on at the same time."
Paragraph 6.5.1., amend to read:
"6.5.1.	Presence: 	Mandatory. Types of indicators fall into categories (1, 1a, 1b, 2a, 2b, 5 and 6) the assembly of which on one tractor constitutes an arrangement (A to D).
			Arrangement A shall be allowed only on vehicles of category T whose overall length does not exceed 4,600 mm and in the case of which the distance between the outer edges of the illuminating surfaces is not more than 1.60 m. 
			Arrangements B, C and D shall apply to all vehicles of category T.
			For vehicles of categories R and S category 2a lamps shall be used.
			Additional direction-indicator lamps optional."
Paragraph 6.5.4.2., amend to read:
"6.5.4.2. 	Height		Above the ground not less than 400 mm and not more than 2,500 mm and within a maximum height of 4,000 mm for optional direction-indicator lamps.
			For vehicles with a maximum overall width not exceeding 1,300 mm not less than 350 mm above the ground."
Paragraph 6.5.8., amend to read:
"6.5.8. 	If it is optical, it shall be a green flashing light which, in the event of the malfunction of any of the direction-indicator lamps other than the repeating side direction-indicator lamps or the side-marker lamps when flashing, is either extinguished, or remains alight without flashing, or shows a marked change of frequency."
Paragraph 6.7.4.2., amend to read:
"6.7.4.2. 	Height	
	S1 or S2 categories:	Above the ground, not less than 400 mm and not more than 2,500 mm and within a maximum height of 4,000 mm for optional stop lamps.
	S3 or S4 categories:	Above the mandatory stop lamps. The horizontal plane tangential to the lower edge of the apparent surface of a S3 or S4 category device shall be above the horizontal plane tangential to the upper edge of the apparent surface of S1 or S2 categories devices.
	Two optional category S1 
	or S2 devices:	Above the ground, not less than 400 mm and within a maximum height of 4,000 mm."
Paragraph 6.8.1., amend to read:
"6.8.1.	Presence: 	Mandatory on all vehicles of category T.
			Mandatory on all vehicles of categories R and S exceeding 1,600 mm in overall width. 
			Optional on other vehicles of categories R and S.
			The front position lamps may be omitted if end-outline marker lamps are installed and meet all the installation requirements for front position lamps."
Paragraph 6.8.7., amend to read:
"6.8.7.	Electrical connections: 	No individual specifications (see paragraph 5.11.).
			However, if a front position lamp is reciprocally incorporated with a direction‑indicator, the electrical connection of the front position lamp on the relevant side of the vehicle or the reciprocally incorporated part of it may be such that it is switched off during the entire period (both ON and OFF cycle) of activation of the direction-indicator lamp."
Paragraph 6.9.4.2., amend to read:
"6.9.4.2. 	Height		Except as provided in paragraph 6.9.5.1. above the ground not less than 400 mm and not more than 2,500 mm.
			For vehicles with a maximum overall width not exceeding 1,300 mm above the ground not less than 250 mm."
Paragraph 6.11.4.2., amend to read:
"6.11.4.2. 	Height		Above the ground, not less than 400 mm and not more than 2,500 mm."
Paragraph 6.12.1., amend to read:
"6.12.1.	Presence: 	Optional on vehicles exceeding 1,800 mm in overall width. Prohibited on all other vehicles."
Paragraph 6.14.1., amend to read:
"6.14.1.	Presence: 	Mandatory on vehicles of category T. Optional on vehicles of categories R and S in addition to 6.25. Prohibited on all other vehicles."
Paragraph 6.14.4.2., amend to read:
"6.14.4.2. 	Height		Except as provided in paragraph 6.14.5.1., not less than 400 mm and not more than 900 mm above the ground.
			For vehicles with a maximum overall width not exceeding 1,300 mm above the ground not less than 250 mm.
			However, the upper limit may be increased to not more than 1,200 mm if it is impossible to keep within the height of 900 mm without having to use fixing devices liable to be easily damaged or bent.
			When the reflectors are mounted in addition to 6.25., they shall keep within a height between 400 mm and 4000 mm above the ground."
Paragraph 6.14.5.1.1., amend to read:
"6.14.5.1.1. 			Two retro-reflectors shall keep within the maximum height of 900 mm above the ground. However, this upper limit may be increased to not more than 1,500 mm where the shape, structure, design or operational conditions of the vehicle makes it impossible to comply with 900 mm limit, without having to use fixing devices liable to be easily damaged or bent. 
			A distance of at least 300 mm between the interior edges of the rear retro-reflectors shall be observed, and they shall have a vertical angle of visibility above the horizontal of 15°."
Paragraph 6.15.1., amend to read:
"6.15.1.	Presence: 	Mandatory on all vehicles the length of which exceeds 4,6 m. Optional on all other vehicles.
			Optional on all vehicles where conspicuity markings according to 6.21. are fitted."
Paragraph 6.15.4.2., amend to read:
"6.15.4.2. 	Height		Not less than 400 mm and not more than 900 mm above the ground.
			However, the upper limit may be increased to not more than 2,500 mm if it is impossible to keep within the height of 900 mm without having to use fixing devices liable to be easily damaged or bent."
Paragraph 6.15.5., amend to read:
"6.15.5. 	Geometric visibility: 	Horizontal angle: 20° forwards and rearwards.
			Vertical angle: 10° above and below the horizontal. The vertical angle below the horizontal may be reduced to 5° if the height above the ground of the reflector is less than 750 mm."
Paragraph 6.15.6. amend to read:
"6.15.6.	Orientation: 	Towards the side. Where the orientation does not change, the reflector may rotate."
Paragraph 6.17.1., amend to read:
"6.17.1.	Presence: 	Optional on vehicles of category T.
			Mandatory on vehicles of categories R and S.
			Optional on vehicles where signalling panels or signalling foils according to 6.26. are installed."
Paragraph 6.17.4.1., amend to read:
"6.17.4.1.	Width: 	That point on the illuminating surface which is farthest from the vehicle's median longitudinal plane shall not be more than 400 mm from the extreme outer edge of the vehicle. For vehicles of category R and S this distance shall not be more than 150 mm. 
			The distance between the inner edges of the two apparent surfaces in the direction of the reference axes shall be not less than 600 mm. This distance may be reduced to 400 mm where the overall width of the vehicle is less than 1,300 mm."
Paragraph 6.17.4.2., amend to read:
"6.17.4.2. 	Height:	Above the ground, not less than 300 mm nor more than 1,500 mm. If this is not possible due to the design the front reflectors shall be arranged as low as possible."
Paragraph 6.18.1., amend to read:
"6.18.1.	Presence: 	Mandatory on all vehicles of categories T exceeding 4,6 m in length. Mandatory on all vehicles of categories R having a sum of the axle loads above 3,5 t and exceeding 4,6 m in length. Optional on all other vehicles."
Paragraph 6.18.4.3., amend to read:
[bookmark: _Hlk531681299]"6.18.4.3.	Length:	At least one side-marker lamp shall be fitted to the middle third of the vehicle, the foremost side-marker lamp being not further than 3 m from the front. The distance between two adjacent side- marker lamps shall not exceed 3 m. If the structure, design or the operational use of the vehicle makes it impossible to comply with such a requirement, this distance may be increased to 4 m.
			The distance between the rearmost side-marker lamp and the rear of the vehicle shall not exceed 1 m.
			However, for vehicles the overall length of which does not exceed 6 m and for chassis-cabs, it is sufficient to have one side-marker lamp fitted within the first third or within the last third of the vehicle length. For tractors, one side-marker lamp fitted within the middle third of the vehicle length is also sufficient.
[bookmark: _Hlk531681455]			The side marker lamp may be part of the light emitting surface in common with the side retro-reflector."
Paragraph 6.18.7., amend to read:
"6.18.7.	Electrical connections	Except as provided in 5.11, on vehicles of category T where installation of side-marker lamps is mandatory, these shall be wired to flash, provided that this flashing is in phase and at the same frequency with the direction-indicator lamps at the same side of the vehicle."
Paragraph 6.25.4.2., amend to read:
"6.25.4.2. 	Height:	Except as provided in paragraph 6.25.5.1., not less than 400 mm and not more than 1,500 mm above the ground.
			For vehicles with a maximum overall width not exceeding 1,300 mm not less than 250 mm above the ground."
Paragraph 6.26.1., amend to read:
"6.26.1.	Presence: 	Marking with class 5 or class F mandatory on vehicles exceeding 2,550 mm in overall width.
			Optional on vehicles not exceeding 2,550 mm in overall width."
Paragraph 6.26.3., amend to read:
"6.26.3.	Arrangement	Marking with class 5 or class F according to the specifications of Annex 6."
Paragraph 12., amend to read:
"12.1.	For the 01 series of amendments.
12.1.1.	As from the official date of entry into force of the 01 series of amendments, no Contracting Party applying this Regulation shall refuse to grant or refuse to accept type approvals under this Regulation as amended by the 01 series of amendments.
12.1.2.	As from 24 months after the date of entry into force of the 01 series of amendments, Contracting Parties applying this Regulation shall grant type approvals only if the vehicle type to be approved meets the requirements of this Regulation as amended by the 01 series of amendments.
12.1.3.	Contracting Parties applying this Regulation shall not refuse to grant extensions of type approvals for existing types which have been granted according to the preceding series of amendments to this Regulation.
12.1.4.	Until 24 months after the date of entry into force of the 01 series of amendments to this Regulation, no Contracting Party applying this Regulation shall refuse national or regional type approval of a vehicle type-approved to the preceding series of amendments to this Regulation.
12.1.5.	As from 24 months after the date of entry into force of the 01 series of amendments to this Regulation, Contracting Parties applying this Regulation shall not be obliged to accept, for the purpose of national or regional type approval, a vehicle type approved to the preceding series of amendments to this Regulation.
12.1.6.	Notwithstanding the transitional provisions above, Contracting Parties whose application of this Regulation comes into force after the date of entry into force of the 01 series of amendments are only obliged to accept type approval granted in accordance with the 01 series of amendments.
12.2.	For the 02 series of amendments.
12.2.1.	As from the official date of entry into force of the 02 series of amendments, no Contracting Party applying this Regulation shall refuse to grant or refuse to accept type approvals under this Regulation as amended by the 02 series of amendments.
12.2.2.	As from 1 January 2023, Contracting Parties applying this Regulation shall not be obliged to accept type approvals to the 01 series of amendments, first issued after 1 January 2023.
12.2.3.	Until 1 January 2025, Contracting Parties applying this Regulation shall accept type approvals to the 01 series of amendments, first issued before 1 January 2023.
12.2.4.	As from 1 January 2025, Contracting Parties applying this Regulation shall not be obliged to accept type approvals issued to the 01 series of amendments to this Regulation.
12.2.5.	Notwithstanding the transitional provisions above, Contracting Parties who start to apply this Regulation after the date of entry into force of the 02 series of amendments are only obliged to accept type approval granted in accordance with the 02 series of amendments.
12.2.6.	Contracting Parties applying this Regulation may grant type approvals according to any preceding series of amendments to this Regulation.
12.2.7.	Contracting Parties applying this Regulation shall continue to grant extensions of existing approvals to any preceding series of amendments to this Regulation.”
Annex 6 
Paragraph 1.1, amend to read:
"1.1.	Signalling panels and signalling foils shall have the following dimensions:”
Figure 1
Basic standard area
[image: ]
Figure 2
Signalling panel or signalling foil (Form A is shown as an example)
[image: ]"
Paragraph 1.1, Table 1, amend to read:
"Table 1
Dimensions [mm]
	Signalling panel or signalling foil
	a [mm]
	b [mm]
	Surface [cm²]

	Form A
	423 ± 5
	423 ± 5
	≥ 1,790

	Form B
	282 ± 5
	282 ± 5
	≥ 795

	Form R1
Form R2
	282 ± 5
423 ± 5
	423 ± 5
282 ± 5
	≥ 1,193

	Form L1
Form L2
	141 ± 5
846 ± 5
	846 ± 5
141 ± 5
	≥ 1,193

	Form K1
Form K2
	141 ± 5
423 ± 5
	423 ± 5
141 ± 5
	≥ 596


Deviations from the specified formats are permitted, provided that:
(a)	The visible surface of each panel or foil shall be at least equal to 4 basic standard areas and 
(b)	Each panel or foil shall comprise at least 3 entire basic standard areas. 
If the structure, design or the operational use of the vehicle makes it impossible to comply with such a requirement, each panel or foil may be split into 2 parts as long as each part comprises at least 2 entire basic standard areas."
Paragraph 1.2., Table 2, amend the title to read:
"Minimum number of panels or foils visible from the front and from the rear"
Insert a new paragraph 1.3., to read:
"1.3.	Signalling panels or foils of Form A may be combined with lamps, if the surface of the boards covered by the lamps does not exceed 150 cm²."
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