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	I.	Proposal
Paragraph 3.1.10., amend to read:
"3.1.10.	In the case of tyres which can be regrooved, the symbol “” at least 20 mm in diameter, or the word "REGROOVABLE", moulded into or on to each sidewall;"
Paragraph 6.1.1.2., amend to read:
"6.1.1.2.	However, Notwithstanding paragraph 6.1.1.1., for the types of tyres whose designation is given in the first column of the tables in Annex 5 to this Regulation, the section width shall be deemed to be that given opposite the tyre designation in those tables.
However, if a measuring rim whose width code differs from the measuring rim width code listed in the table is used, the section width is calculated using the formula from paragraph 6.1.1.1., where
S1	is the section width in millimetres listed in the table; 
A1	is the measuring rim width code from the table multiplied by 25.4; 		and
the other quantities are as defined in paragraph 6.1.1.1."
	II.	Justification
	1.	To remove an inconsistency in the marking provisions in this Regulation and in line with what was adopted for Supplement 14 to this Regulation (ECE/TRANS/WP.29/GRBP/2020/13 and Informal document GRBP-72-30), it is proposed to extend to the symbol “ ” or the word "REGROOVABLE" the possibility to be produced with technologies other than moulding.	
2.	It is proposed to consolidate the calculation of reference dimensions with that provided in United Nations Global Technical Regulation (UN GTR) No. 16, paragraph 3.5.2.3., to allow measuring tyres with size designations listed in Annex 5 on rims whose width code differs from the measuring rim width code listed in the tables of Annex 5.
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